
Two cases of collision during patient transfer are reported. In both cases, the IV 
stand collided with the upper wall in the facility at the hospital. (information 
collection period, from October 1, 2004 to March 31, 2007; the information is partly 
included in "Medical Adverse Event Information to Be Shared" in the 9th Quarterly 
Report). 
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Confirmation of height of IV stand is needed 
when transferring patients, so that the stand 
would not collide with the ceiling. 



Five physicians were transferring a patient from CT room to ICU, pulling an IV 
stand behind the bed. When passing through a door, the tip of the IV stand 
collided with the upper wall of the door, it stopped moving and the central 
venous catheter was pulled out. 

Case 1

The patient with IV administration was being transferred to a hospital on a 
stretcher. On the way, the tip of the IV stand collided with the upper wall in the 
hallway, and foreign body peeled off the stand and got into the patient's eye. 

Case 2

Collision during patient transfer

No.12, November 2007Medical Safety
Information

Project to Collect Medical Near-Miss/
Adverse Event Information

Project to Collect Medical Near-Miss/
Adverse Event Information

Division of Adverse Event Prevention
Japan Council for Quality Health Care
1-4-17 Misakicho, Chiyoda-ku, Tokyo 101-0061 JAPAN
Direct Tel:+81-3-5217-0252  Direct Fax:+81-3-5217-0253
http://www.jcqhc.or.jp/html/index.htm

Preventive measures taken at the medical institutions in which the events occurred.

Confirm the minimum height of the upper wall in places 
used for transfer and adjust the height of IV stand and 
stretcher, etc., to avoid collision. 

* As part of the Project to Collect Medical Near-Miss/Adverse Event Information (a Ministry of Health, Labour and Welfare 
grant project), this medical safety information was prepared based on the cases collected in the Project as well as on 
opinions of “Comprehensive Evaluation Panel” to prevent occurrence and recurrence of medical adverse events. See 
quarterly reports and annual reports posted on the Japan Council for Quality Health Care website for details of the Project.
http://www.med-safe.jp/

* Accuracy of information was ensured at the time of preparation but can not be guaranteed in the future.
* This information is neither for limiting the discretion of healthcare providers nor for imposing certain obligations or 

responsibilities on them.


